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Safety Control Switch 

Beckett’s easy to use float actuated switch provide s a reliable means to 
safely monitor high water levels. The switch can be  wired directly to 
the system to turn off the air conditioner or furna ce equipment, or it 
can be wired to a sound alarm.  

Model 
 

Volts Amps H/P Wired Activation UR Wire 
length 

1502UR 125-250 10 1/4 Normally 
Closed 

Opens  
Circuit 

Yes 17  in. 

1502C 115-230 10 1/4 Normally 
Closed 

Opens  
Circuit 

- 72 in. 

WIRED TO COM/NC 

FLOAT UP 

NO CIRCUIT 
(MOTOR STOPS) 

COM NO 

NC 

WIRED TO COM/NO 

FLOAT UP 

YES CIRCUIT 
(MOTOR RUNS) 

COM NO 

NC 

WIRED TO BOTH NO/NC 

FLOAT UP 

YES CIRCUIT 
(MOTOR RUNS) 

COM NO 

NC 

Features: 
 -Single pole, double throw,  
  single break snap action  
  Switches 
 
 -Silver contacts 
 
 -Safe for either AC or DC (low  
  voltage) applications 
 
 -Terminals on switches suit 
  able for 0.020” x 0.187” female  
  spade connection to your  
  wiring harness if desired  


