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Description Dimensions Packaging
DP Wrap 24" roll 24" x 200' 6 rolls/box

DP Wrap 36" roll 36" x 200' 1 roll/box

Features and Benefits:
• Protects from Dust, Debris, and Paint
• High-Tack
• Easily Removable
• Tear Resistant
• Highly Elastic
• U.V. Resistant

Description: 
DP Wrap is a polyethylene film with a high-tack 
adhesive designed to be applied over the openings of 
ductwork during transportation and storage to 
temporarily protect the inside from moisture, dust, 
debris, paint and other particles that can lead to poor 
indoor air quality.

Directions For Use:
Surface Preparation: Surfaces should be clean, dry 
and free of dirt, grease, oil, water, and any foreign 
matter.

Technical Data:
Color: Blue
Type: Polyethylene
Adhesion: Adheres to Galvanized, Stainless and 
Aluminized Steel, PVC, Aluminum, Black Iron
Shelf Life: For best performance, use within 1 year 
after purchase
Indoor/Outdoor: May be used indoors and outdoors. 
As site conditions vary, wrap exposed to weather 
needs to be inspected more frequently to insure 
proper protective and removal properties.  Test and 
replace if any degredation is noted.
UV Resistance: Good
VOC: None

Packaging:

DP Wrap is a polyethylene film with a high-tack adhesive designed to provide  protection 
from moisture, dust, debris, and paint.  The film is easily removed from surfaces.

DUCT WRAP FILM WITH HIGH-TACK ADHESIVE
WRAP

3301 W. Segerstrom Ave.
Santa Ana, CA 92704

Toll Free 800.641.0808
Phone 714.432.0600

Fax 714.432.0660
www.designpoly.com

DP
DESIGN
POLYMERICS

DP
T

E
C

H
N

IC
A

L
su

pp
or

t b
ul

le
ti

n


