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Max Protection,
From Foundation 
to Roof
þ  Asphalt Roof Coatings
þ  Cool Roof Reflective Coatings 
þ  Cold-Applied Adhesives 
þ  Roof Sealant
þ  Roof Repair Solutions 
þ  Damp-Proofing Coatings 
þ  Asphalt Driveway Repair  
þ  Asphalt Driveway Sealers 



COATINGS & SEALANTS
ROOFING

ASPHALT ROOF COATINGS

Grip-Rite Asphalt Emulsion Roof Coating - Fibered  
þ	 Premium,	versatile	coating	for	the	protection	of	roofing	materials,	metal,	and	masonry	surfaces
þ	 Cold-applied,	corrosion-resistant,	and	waterproof	when	dry
þ	 Does	not	crack,	“alligator,”	run,	or	sag	under	extreme	weather	conditions
þ	 Water-based,	solvent-free	formula;	no	strong	odor	and	a	quick,	easy	clean-up
þ	 Most	effective	in	temperatures	above	50°F
þ Use on:
 n  Smooth surface roofs n Asphalt roofs
	 n	Metal roofs n	Dried-out	composition	roofs	
	 	 (except	for	asphalt	shingle)

Grip-Rite Asphalt Roof Coating - Fibered
þ	 Premium	cold-applied,	brush	or	spray-grade	asphalt	coating	
þ	 Penetrating-type	protective	coating	provides	tough,	durable,	weather-resistant	film
þ	 Solvent	system	works	at	lower	temperatures	than	with	asphalt	emulsions
þ	 Coating	won’t	wash	off	if	unexpected	rain	occurs	before	curing
þ Use on:
	 n  Smooth surface roofs n Asphalt roofs
	 n	Metal roofs n	Dried-out	composition	roofs	
	 	 (except	for	asphalt	shingle)

Size
Units/
Carton

Units/
Pallet SKU

Asphalt Emulsion Roof Coating - Fibered
1.0 gal. 4 180 GRHFRC1AE
5.0	gal. 1 36 GRHFRC5AE

Size
Units/
Carton

Units/
Pallet SKU

Asphalt Roof Coating - Fibered

1.0 gal.
4 180 GRHFRC1

6 216 GRGFRC1

5.0	gal.
1 36 GRHFRC5
1 36 GRGFRC5

SKUs	vary	by	region.
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COOL ROOF REFLECTIVE COATINGS

Grip-Rite Elastomeric White Roof Coating 
þ	 Premium,	water	based-acrylic	latex	coating	used	in	a	variety	of	maintenance	coating	applications	
	 to	give	superior	reflectivity,	energy	savings	and	extend	roof	service	life
þ	 Pliable,	monolithic,	weather	and	fungus	resistant	protective	coating
þ	 VOC	compliant	and	UL	&	FM	approved
þ	 Water-based,	solvent-free	formula;	no	strong	odor	and	a	quick,	easy	clean-up
þ	 Used	only	when	temperatures	are	consistently	above	50°F
þ Use on:
 n			Well-drained	surfaces	which	do	not	“pond”	water
	 n   Conventional or SBS mineral surface cap sheet
	 n			Smooth	surface	built-up	roofing,	SBS,	APP	or	metal
	 						which	has	first	been	coated	with	conventional	
	 						Grip-Rite	Asphalt	Emulsion	Roof	Coating
	 n			Roof	surfaces	previously	coated	with	white	or	aluminum
	 						(aluminum	must	be	allowed	to	weather	before	coating	with
	 						Grip-Rite	Elastomeric	White	Roof	Coating)
	 n			Stucco	parapet	walls

Grip-Rite Aluminum Roof Coating - Fibered 
þ	 Premium	fibered	aluminum	coating	that	forms	a	tough,	reflective	surface	
þ	 Decreases	air	conditioning	costs	and	can	lower	inside	temperatures	
	 of	buildings,	up	to	20°F	cooler	in	the	summer
þ Use on:
 n		Mobile	home	roofs	 n  Metal roofs
	 n		Asphalt	built-up	roofs	

Size
Units/
Carton

Units/
Pallet SKU

Aluminum Roof Coating - Fibered 

1.0 gal.
4 180 GRHFMHARC1

6 216 GRGFMHARC1

5.0	gal.
1 36 GRHFMHARC5

1 36 GRGFMHARC5

Size
Units/
Carton

Units/
Pallet SKU

Elastomeric White Roof Coating
1.0 gal. 4 180 GRHEWRFC1

5.0	gal. 1 36 GRHEWRFC5

SKUs	vary	by	region.
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COLD-APPLIED ADHESIVES

Grip-Rite Cold Process Adhesive - Blind Nailing Cement
þ	 Premium,	brush	and	spray	grade,	waterproof	adhesive	made	from	asphalt,	solvents,	and	organic	fibers
þ Designed	for	bonding	layers	of	asphalt	coated	base	sheets	as	a	replacement	for	hot	asphalt	in	built-up		
	 roofing	(BUR)	applications
þ	 Provides	greater	cold-weather	flexibility
þ	 Allows	longer	working	time

þ Use for:
	 n	Adhering	smooth	and	granule	surface	rolled	roofing
	 n	Bonding	asphalt-coated	roofing	sheets

ROOF SEALANT
Grip-Rite Elastomeric White Acrylic Roofing Sealant
þ	 Specially	formulated	for	repairing	and	preventing	roof	leaks	prior	to	coating	with	
	 an	acrylic	reflective	coating
þ	 Will	not	crack,	craze,	or	lose	adhesion	when	applied	as	directed	to	a	smooth,	
	 clean,	sound	roof	surface
þ	 Water-based,	solvent-free	formula;	no	strong	odor	and	a	quick,	easy	clean-up
þ	 For	use	on:
	 n			Standard	mineral	surface	cap	sheet	 n	 Smooth-surface	built	up	roofing
	 n			Previously-coated	asphalt	roofs	 n	 SBS	modified	roofing
 n			Concrete	and	stucco	parapet	walls	 n	 Weathered	metal	roofs

Size
Units/
Carton

Units/
Pallet SKU

Cold Process Adhesive - Blind Nailing Cement

1.0 gal.
4 180 GRHCPLC1

6 216 GRGCPLC1

5.0	gal.
1 36 GRHCPLC5

1 36 GRGCPLC5

Size
Units/
Carton

Units/
Pallet SKU

Elastomeric White Acrylic Roofing Sealant
1.0 gal. 4 180 GRHEWARS1

SKUs	vary	by	region.
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ROOF REPAIR SOLUTIONS 
Grip-Rite Plastic Roof Cement
þ	 Premium	sealant	used	for	dry	surfaces,	which	makes	it	ideal	for	filling	flashing	pans	around	roof	penetrations
þ	 Made	from	high-quality	refined	asphalt	and	is	heavy-bodied	for	smooth	spreading	in	cold	weather
þ	 Forms	a	tough,	long-lasting	flexible	film	that	won’t	become	brittle	and	crack	in	the	coldest	weather,	
	 or	run	and	sag	in	the	hottest
þ Use on:
 n		Flashings						n  Gutters
 n  Eaves n		Skylights
 n		Chimneys

Grip-Rite Wet or Dry Plastic Roof Cement
þ	 Premium	quality,	mastic	compound	of	asphalt,	organic	fibers	and	mineral	fillers	for	superior	adhesion	
	 to	either	wet	or	dry	surfaces
þ	 All-weather	application	flashing	cement	is	blended	to	assure	maximum	resistance	to	weathering	while	
	 providing	ease	of	application	by	trowel
þ	 Soft,	all	temperature,	pliable	material	sets	firmly	after	application	yet	hardens	to	a	flexible,	durable,	and	watertight	film
þ Use on:
 n		Flashings						n  Gutters
 n  Eaves n		Skylights
 n		Chimneys

Size
Units/
Carton

Units/
Pallet SKU

Wet or Dry Plastic Roof Cement
11.0 oz. 24 1,440 GRHWDPRC11

10.1 oz. 12 1,440 GRGWDPRC11

1.0 gal.
4 180 GRHWDPRC1

6 216 GRGWDPRC1

3.5	gal.
1 48 GRHWDPRC35

1 48 GRGWDPRC35

5.0	gal.
1 36 GRHWDPRC5

1 36 GRGWDPRC5

Size
Units/
Carton

Units/
Pallet SKU

Plastic Roof Cement

1.0 gal.
4 180 GRHPRC1

6 216 GRGPRC1

3.5	gal.
1 48 GRHPRC35

1 48 GRGPRC35

5.0	gal.
1 36 GRHPRC5

1 36 GRGPRC5

SKUs	vary	by	region.

SKUs	vary	by	region.
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DAMP-PROOFING COATINGS

Grip-Rite Foundation Coating - Un-fibered  
þ Cold-applied,	non-fibered,	liquid	asphalt	solvent	system	for commercial	and	residential	foundations	
þ Damp	proofing	above	and	below	grade	exterior	concrete,	masonry	walls	and	foundations	that	are	thoroughly	dry
þ Use on:
	 n  Stone       n  Concrete
 n		Cinder	block	 n  Brick
 n  Metal surfaces

Grip-Rite Solvent Free Foundation Coating - Un-fibered  
þ	 Below-grade:	For	dampproofing	exterior	side	of	foundation	and	walls	
þ	 Above-grade:	Provides	a	moisture	barrier	for	damp	proofing	exterior	walls	in	cavity	wall	construction
þ	 Water-based,	solvent-free	formula;	no	strong	odor	and	a	quick,	easy	clean-up
þ	 Used	only	when	temperatures	are	consistently	above	50°F
þ Use on:
	 n  Stone       n  Concrete
 n		Cinder	block	 n  Brick
 n  Metal surfaces

Size
Units/
Carton

Units/
Pallet SKU

Foundation Coating - Un-Fibered 

1.0 gal.
4 180 GRHNFFC1

6 216 GRGNFFC1

5.0	gal.
1 36 GRHNFFC5

1 36 GRGNFFC5

Size
Units/
Carton

Units/
Pallet SKU

Solvent Free Foundation Coating - Un-Fibered 
1.0 gal. 4 180 GRHNFFC1SF

5.0	gal. 1 36 GRHNFFC5SF

SKUs	vary	by	region.
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Grip-Rite Asphalt Emulsion Driveway Sealer
þ	 Filler	and	sealer	coat	for	asphalt	surfaces	with	minor	cracks	up	to	1/8"	wide	
þ	 Formulated	to	improve	overall	surface	traction	and	appearance
þ	 Protects	weathered	or	cracked	blacktop	driveways
þ	 Will	not	flake,	peel,	track	or	crack
þ	 Water-based,	solvent-free	formula;	no	strong	odor	and	a	quick,	easy	clean-up
þ	 Used	only	when	temperatures	are	consistently	above	50°F

Grip-Rite Elastomeric Emulsion Driveway Crack Filler
þ	 Ready	to	use	straight	from	the	container
þ	 Fills	minor	cracks	up	to	1/2"	wide
þ	 Provides	a	tight,	flexible	seal	in	asphalt	driveways
þ	 Resists	water,	weather	and	high	temperatures
þ	 Water-based,	solvent-free	formula;	no	strong	odor	and	a	quick,	easy	clean-up
þ	 Used	only	when	temperatures	are	consistently	above	50°F

ASPHALT DRIVEWAY REPAIR 

ASPHALT DRIVEWAY SEALERS 

Grip-Rite Asphalt Emulsion EZ Stir Driveway Sealer
þ	 Filler	and	sealer	coat	for	asphalt	surfaces	with	minor	cracks	up	to	1/8"	wide
þ	 Formulated	to	improve	overall	surface	traction	and	appearance	
þ	 Stirs	and	applies	easily
þ Dries to the touch in 4 hours
þ	 Water-based,	solvent-free	formula;	no	strong	odor	and	a	quick,	easy	clean-up
þ	 Used	only	when	temperatures	are	consistently	above	50°F

Size
Units/
Carton

Units/
Pallet SKU

Elastomeric Emulsion Driveway Crack Filler
1.0 gal. 4 144 GRHEEDCF1

Size
Units/
Carton

Units/
Pallet SKU

Asphalt Emulsion Driveway Sealer
5.0	gal. 1 36 GRHAEDS5

Size
Units/
Carton

Units/
Pallet SKU

Asphalt Emulsion EZ Stir Driveway Sealer
5.0	gal. 1 36 GRHAEEZDS5



COATINGS & SEALANTS

Contact a PrimeSource representative 
to place your order 800-676-7777

800-676-7777
www.grip-rite.com
www.primesourcebp.com

Become the destination for coatings & sealants in your market
Grip-Rite	offers	an	extensive	line	of	solvent,	water	and	silicone	based	products	which	
allows	you	to	customize	the	right	mix	for	your	store.	This	will	ultimately	help	you	reduce	
your	vendors,	saving you time and money!

IN-STORE DISPLAY


