BLOWER WHEELS

Lau FGP & BD Series Blowers =4
Applications: Ventilating, Air Conditioning,

Exhausting, Processing & General Industrial
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—— I’ ? » Steel galvanized, single inlet
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' DX ? st * 10"-18" diameter are spun assembled
e 22"-30" diameter are precision riveted
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$ Part Wheel Max. Wheel No. Hub No. Setscrews

X = Number Model Rot. Cage RPM | Y X U Z Hubs Loc. Per Hub

% 01239857 SI 10-6A %" Cw 1650 11%| 6 |10% | 8% | 1% | 2% | 1 In 2 None

() 01239858 SI 10-6A %" CCW 1650 11% | 6 [10% | 8% | 1% | 2% | 1 In 2 None

% 01474708 Sl 12-6A %" Cw 1350 13%| 6 |12% | 10%e| 1% | 2% | 1 In 2 None

E 01474709 Sl 12-6A %" CCW 1350 13%s| 6 |12% | 10%e| 1% | 2% | 1 In 2 None
01452801 SI 15-6A 1" Cw 1200 15% | 6 | 156 [12% | 1% | 3% | 1 In 2 None
01452803 SI 15-6A 1" CCW 1200 15% | 6 | 156 [12% | 1% | 3% | 1 In 2 None
02074001 Sl 15-9A 1" Cw 1050 15% | 9% | 15 | 12% | 1% | 3% | 2 [In-Out 2-0 None
02074004 Sl 15-9A 1" CCW 1050 15% | 9% | 15 | 12% | 1% | 3% | 2 [In-Out 2-0 None
02020203 Sl 18-9A 1" Cw 1050 18% | 9 |18% [14'%s| 2% | 2% | 2 [In-Out 1-0 X%
02020204 SI 18-9A 1" CCW 1050 18% | 9 |18% [14"4s| 2% | 2% | 2 [In-Out 1-0 X%
02618601 Sl 18-13A 1" Cw 960 18% | 13% |18% [14"%4s| 2% | 3% | 2 [In-Out 1-1 X%
02618602 Sl 18-13A 1" CCW 960 18% | 13% | 18% [14'%4s| 2% | 3% | 2 [In-Out 1-1 X%
01996503+A | Sl 22-11K 1%" | CW 900 28% | 114 | 22 |17%| 2% | 3% | 2 |In-Out 2-1 X%
01996506+A | Sl 22-11K 1%" | CCW 900 23% | 11% | 22 | 17%| 2% | 3% | 2 [In-Out 2-1 X%
01996605 | Sl 25-12K 1%" | CW 750 26% | 12% | 25 | 20%| 2% | 3% | 2 |In-Out 2-1 X%
01996604*+ | Sl 25-12K 1%s" | CCW 750 26% | 12% | 25 | 20% | 2% | 3% 2 |In-Out 2-1 X%
02107103* | SI27%-14K | 174" | CW 700 28% |13'%s|27% | 23% | 2% | 3% 2 |In-Out 2-1 X%
02107104*+ | SI27%-14K | 17%" | CCW 700 28% |13'%s| 27% | 23% | 2% | 3% 2 |In-Out 2-1 X%
02107203*+ | Sl 30-15K 1%" | CW 625 31% | 15%| 30 |25%| 2% | 4% | 2 |In-Out 2-1 Y X %
02107204+ | Sl 30-15K 1%s" | CCW 625 31% | 15%| 30 |25%| 2% | 4% | 2 |In-Out 2-1 X%

Maximum Operating Temperature, 200°F. * Braced  * Must ship via common carrier. A Special Order Only — allow 2 to 6 weeks lead time.

Specifications are subject to change without notice or obligation
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