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CAT.
no. CoLoR LEnGTH 

(FT.)
WIDTH 
(In.)

THICKnESS
(In.)

STD. 
CTn.
QTY.

EWG 7060 Black 60 0.75 0.007 10

EWG 7060-1 Brown 60 0.75 0.007 10

EWG 7060-2 Red 60 0.75 0.007 10

EWG 7060-3 Orange 60 0.75 0.007 10

EWG 7060-4 Yellow 60 0.75 0.007 10

EWG 7060-5 Green 60 0.75 0.007 10

EWG 7060-6 Blue 60 0.75 0.007 10

EWG 7060-7 Purple 60 0.75 0.007 10

EWG 7060-8 Grey 60 0.75 0.007 10

EWG 7060-9 White 60 0.75 0.007 10

EWG 7060-10 One roll of each of the above 10 colors 1 pkg

EASY-WRAP™ GENERAL PURPOSE

CAT.
no. CoLoR LEnGTH 

(FT.)
WIDTH 
(In.)

THICKnESS
(In.)

STD. 
CTn.
QTY.

EWPP 102100P Black 100 2 0.01 1

EWPP 102100 Black 100 2 0.01 1

EWPP 104100 Black 100 4 0.01 1

EWPP 202100 Black 100 2 0.02 1

EWPP 202100P Black 100 2 0.02 1

*Suffix "P" denotes printed tapes.

ALL-WEATHER CORROSION (PIPE WRAP)

EASY-WRAP™ 
General Purpose & All-
Weather Corrosion Tape
EWG, EWPP SERIES

7 mil., economy-grade, sunlight resistant, pressure 
sensitive vinyl electrical tape. 
Suitable for use in all kinds of electrical and 
mechanical applications such as cable insulation, 
wire bundling, and reinforcing. 
Extremely flexible with good adhesion and 
conformability. 
Available in standard black and nine assorted 
colors for easy identification or color coding.

TEMPERATURE RATInG: 
Suitable for use at no more than 600V and not more 
than 80 °C (176 °F). 
CSA temperature range: -7 °C to 80 °C 
(19.4 °F to 176 °F).

Heavy duty PVC tape, manufactured with a 
high quality adhesive and are designed to 
protect pipe surfaces from corrosion, abrasion 
and electrolytic action.
Indoors or outdoors, above or below ground to 
protect pipes, conduits, joints and fittings. 
Pliable and easy to apply. 
Outstanding protection against water, sunlight, 
acids, alkalis, corrosive salts and sewage. 
Excellent UV resistant.

TEMPERATURE RATInG:
Temperature rated to 80 °C (176 °F).




