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AUTOMATIC THERMAL
PROTECTOR

(2).250 STRAIGHT
TYPE Q.C. TERMS.
WITH INSUL. GRIP
ON BRN LEADS ONLY

#16 GRN/YEL GROUND LEAD
TO BE 12.000±.250 BETWEEN
CENTERS OF TERM.
TERM TO FIT #10 SCREW

LEADS SKINNED
.750È.062

6 LEADS,#18,.062 THICK INSUL.
TO EXTEND BEYOND MOTOR
WHT=24.000+2 -0, BLK=24.000+2 -0
BLU=24.000+2 -0, RED=24.000+2 -0
BRN=24.000+2 -0, BRN/WHT=24.000+2 -0

OPEN ENDSHIELDS
(BOTH ENDS)

SHIP DETACHED
(3) EYELETS E30256813A000
(3) GROMMETS G30256814A000

GROMMET
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NOTE:
(4) LEADS,#18 .031 THICK INSUL.
(2) YELLOW & (2) ORANGE
FOR REVERSING ROTATION
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WARNING LABEL
TO BE ADJACENT
TO REVERSING
LEADS

746049R. MORALES M. LARGENT B. GAITAN

11-OCT-12

C6405-00

C
UPDATED ENGINEER APPROVED TO B. GAITAN

K55HXTLZ-9493 STANDARD 1/2 208-230 3.3 60 1075/3 SPD

REV.

C


