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(5) LEADS, #18, .031 THICK INSUL 844 1500 |=—
TO EXTEND BEYOND MOTOR:
WHT=36.000 +2-0, BLK=36.000 +2-0
SPLIT IN YEL=36.000 +2-0, ORG=36.000 +2-0
MRG RING RED=36.000 +2-0.
#16 GREEN/YEL GROUND LEAD
TO BE 6.000 + .250 BETWEEN
CENTERS OF TERMINALS
ATTACHED TO BASE CUSTOMER PN
NIDEC MOTOR CORPORATION 09-Oct-12 8525
MODEL REF CUSTOMER P VOLTS | AMPS HZ RPM ROTATION CUSTOMER PN
K48HXNCT-0182 WHOLESALE-HAC 116 115 2.2 60 1625/4 SPD CCW LEAD END
SHEET [ Rev REVISION RECORD FOR: C6401-00 INFORMATION DISCLOSED ON THIS DOCUMENT
qU::E: F UPDATED ENGINEER APPROVED TO B. GAITAN IS CONSIDERED PROPRIETARY AND SHALL NOT BE NIDEC MOTOR
REPRODUCED OR DISCLOSED WITHOUT WRITTEN
REVISION DATE CONSENT OF NIDEC MOTOR CORPORATION CORPORATION
09 OCT 12 ALL DIMENSIONS ARE FOR REFERENCE ONLY UNLESS TOLERANCE IS GIVEN
- ) REV. TITLE CODE ITEM NO. SIZE
ISSUED BY REVIEWED BY ENGINEER APPROVED
R. MORALES M. LARGENT B GATAN ASSEMBLED VIEW V01 784341 A
SOLIDEDGE
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