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TOP

#16 GRN/YEL GROUND LEAD
TO BE 12.000±.250 BETWEEN
CENTERS OF TERMS.
TERM. TO FIT #10 SCREW
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THERMAL
PROTECTOR
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WATER SLINGER
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NAMEPLATE

DRAIN PLUG
INSTRUCTION
LABEL

.125

5.125 DIA. B.C.

.750

5 LEADS,#18,.062 THICK INSUL.

(2) .250 STRAIGHT TYPE
Q.C. TERMS. WITH INSUL.
GRIP ON BROWN LEADS.
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(4) LEADS,#18,.031 THICK INSUL.
(2) YELLOW & (2) ORANGE FOR
REVERSING ROTATION
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ROTATION IS C.CW. VIEWING LEAD END
WITH ORG TO ORG & YEL TO YEL TO
REVERSE INTERCHANGE ORG & YEL LEADS.
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CAT. NO.

8673

BEARING

SELF-ALIGNING SLEEVE

CAPACITOR

5.0 MFD 370V

COLOR CODE
WHITE-COMMON
BLACK-HIGH
RED-LOW
BROWN-CAPACITOR
BRN/WHT STRIPE-CAPACITOR
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).750±.062 SKINNED (WHITE LEAD)

TO EXTEND BEYOND MOTOR:
BLACK (1)=30.000 +2-0, WHITE (C)=30.000 +2-0,
RED (2)=30.000 +2-0, BROWN=30.000 +2-0,
BRN/WHT STRIPE=30.000 +2-0.
FIGURES TO BE PRINTED ON LEADS. CAP.
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ADJACENT TO
REVERSING LEADS.

BLACK DRAIN PLUG

338898

D

K55HXTCD-8221 STANDARD 1/6 208-230 1.0 60 825/2 SPD CCW LD. END REV.
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